
B U I L D    A M E R I C A   
Manufactured in Willits, CA & Surry VA.

Are you looking for a way to make your 
project unique? Choose your reveal; 
install Shiplap boards with up to a 1/2” 
gap between boards. It’s also reversible, 
smooth on one side and rough sawn 
on the other. WOSN provides the look 
of shiplap with an sized up nickel gap 
reveal, providing a 3/16” gap every time. 
Either board can be installed vertically or 
horizontally on walls. Providing a variety 
of options to highlight your work.

P R O T E C T E D

WindsorONE should be stored, 
installed, handled and maintained 
correctly for the best performance. For 
complete installation guidelines & the 
WindsorONE Orotected warranty,  

V I S I T  W i n d s o r O N E . co m / i n s t a l l 
OR CALL KURT/SCOTT AT 888.229.7900

*SEE FULL INSTALLATION INSTRUCTIONS.

WORS,  BUTT
no reveal, smooth side out

WORS, 3/16”
reveal, rough side out

WORS, 1/2”
reveal, smooth side out

WOSN, 3/16”
reveal, every time

SHIPLAP 16’
3⁄4" x 51⁄2"
3⁄4" x 71⁄4"

WORS6
WORS8

NICKEL GAP 16’
3⁄4" x 51⁄2"
3⁄4" x 71⁄4"

WOSN6
WOSN8

T R A D I T I O N A L

MAKE YOUR OWN GAP
SMOOTH OR ROUGH
30 YR WARRANTY*

3/16” GAP EVERY TIME
SMOOTH FINISH ONLY
TRADITIONAL

Be sure to acclimate material 
to the environment.1

INSTALLATION SIMPLIFIED

Exterior in-use moisture content is 
approx 14%. Interior in-use moisture 

content is approx 8%. 1To learn more 
about moisture content and wood 
movement, visit the link:
WindsorONE.com/moisturecontrol. 
Also check with your regional area for 
recommended approx moisture content.



1.

3.

1.  WALL SKINNING & WAINSCOTING by Streamline Builders in CA   
2. BATHROOM WALL by Spillman Contracting, MO  
3. PORCH LID W/ WORS PROTECTED by Woodsmith Construction LLC, NJ  

SHIPLAP &       NICKEL GAP

*For full installation instructions, please visit WindsorONE.com/install
2.

P R O T E C T E D T R A D I T I O N A L


